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A medium duty sanitation hose specially formulated with 
permeation resistant properties to combat odour. Reinforced with 
an internal rigid crush and kink resistant white PVC helix, it is tough, 
flexible and extremely durable even under cold working conditions 
and has outstanding resistance to the effects of weather. 

Key Features:
•	 Odour resistant for sanitation purposes. 
•	 Tough, flexible and extremely durable. 
•	 Minimum frictional loss is achieved by the smooth bore.
•	 UV Stabilised.
•	 Excellent chemical and abrasion resistance. This hose is resistant 

to most cleaning chemicals and detergents. Flexibility maintained 
even under cold weather conditions. 

•	 Suitable for delivery and suction of cleaning chemicals within 
caravan toilets and seawater boats. 

•	 Flat outer profile for easy cleaning.
•	 RoHS 3 compliant.

Construction:
Manufactured with a white rigid crush and kink resistant anti-shock 
PVC spiral helix encapsulated in a white permeation resistant flexible 
PVC cover and smooth inside wall. 

Sizes: 
Available in 30m coils
Shorter coils and straight cured lengths available upon request

Colours:
Standard - White, White Helix

SANITATION HOSE
MSH SERIES

1.	 Shock resistant rigid PVC reinforcement
2.	 Super flexible odour resistant Phthalate free PVC

Applications:
•	 Marina
•	 Boat 
•	 Caravan
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Product Ref Internal 
Diameter

External 
Diameter

 Wall  
Thickness

Maximum 
Working Pressure

Weight 
per Metre Bend Radius Vacuum

Metres H2O

MSH07 19mm 25.6mm 3.3mm 9.0 Bar 0.38 Kg 76mm 7

MSH10 25.4mm 32.6mm 3.6mm 8.0 Bar 0.39 Kg 102mm 7

MSH12 32mm 39.4mm 3.7mm 7.0 Bar 0.47 Kg 127mm 7

MSH15 38mm 46.0mm 4mm 6.5 Bar 0.56 Kg 152mm 7
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